
	 	 	 	 	 	

Overhead	Valve	Engines:	
	

OHV	I-4	 CI	 	L		 HP	 Years	 Models	
Inline	4	cylinder	(I-
4)	

								
121.0		 2.0	 80	

1971-
1980	 Model	#:	AMC	

AMC	
								
150.0		 2.5	 105/117/120	

1984-
2002	 Model	#:	AMC,	Jeep	

		
								
151.0		 2.5	 82	

1980-
1989	

Model	#:	Sprint,	Concord	&	Jeeps	-	AMC	motor	
designed	by	Pontiac	

	      OHV	I-6	 CI	 	L		 HP	 Years	 Models	
Inline	6	cylinder	(I-
6)	

								
184.0		 3.0	 82	

1954-
1956	 Model	#:	Nash/	Rambler	

AMC	
								
195.6		 3.2	 		

1954-
1965	 Model	#:	Rambler	(196)	

		
								
199.0		 3.3	 128	

1966-
1970	 Model	#:	AMC	Typhoon	Six	

		
								
202.0		 3.3	 		 		 Model	#:	Hudson-	Wasp	

OHV	I-6	 CI	 	L		 HP	 Years	 Models	

		
								
242.0		 4.0	 		 1987	 Model	#:	AMC	

		
								
252.6		 4.1	 		

1954-
1956	 Model	#:	Nash/	Hudson		

		
								
258.0		 4.2	 		

1971-
1989	 Model	#:	AMC	

		
								
282.0		 4.6	 		 		 Model	#:	AMC	

		
								
308.0		 5.0	 		 		 Model	#:	Hudson-	Hornet	

	

		 CI	 	L		 HP	 Years	 Models	
Inline	6	cylinder	(I-
6)	

								
170.0		 2.8	 101	

1960-
1969	

Model	#:	Barracuda,	Belvedere,	Charger,	Coronet,	
Trucks,	Dart,	Fury,	Lancer,	Monaco	

Slant	6	 		 		 		 		 Polara,	Satellite,	Savoy,	Valiant,	Van	

The	slant	6	was	used	
								
198.0		 3.2	 118	

1970-
1973	

Model	#:	Barracuda,	Charger,	Coronet,	Trucks,	Dart,	
Duster,	Fury,	Monaco,	Polara,	

in	cars	until	1983,	in		 		 		 		 		 Satellite,	Savoy,	Valiant	

Trucks	until	1987,	and	
								
225.0		 3.7	 145	

1960-
1983	

Model	#:	Aspen,	Barracuda,	Belvedere,	Challenger,	
Charger,	Coronet,	Trucks,	Dart,	Diplomat	

in	Marine	use	until	
1991	 		 		 		 		

Duster,	Fury,	Lancer,	Monaco,	Polara,	Satellite,	Savoy,	St.	
Regis,	Valiant,	Van,	Volare	

		
								
225.0		 3.7	 145	

1960-
1970	 Model	#:	Aluminum	block	-	52,000	produced	

	

		 CI	 	L		 HP	 Years	 Models	
Inline	6	cylinder	(I-
6)	

								
215.0		 3.5	 		 19XX	

Model	#:		Hemi	Head	Inline	6	cylinder	-	D	
engines	

		
								
245.0		 4.0	 		 19XX	

Model	#:		Hemi	Head	Inline	6	cylinder	-	D	
engines	



		
								
265.0		 4.3	 		 19XX	

Model	#:		Hemi	Head	Inline	6	cylinder	-	D	
engines	

		
								
242.0		 4.0	 		

1987-
2006	 Model	#:		AMC	engine	

		
								
258.0		 4.2	 160/	110	

1971-
1990	 Model	#:		AMC	engine	

	      
      V-6		 CI	 	L		 HP	 Years	 Models	

V-6	cylinder	(V-6)	
								
160.0		 2.6	 		 19XX	 Model	#:		LH	series	-	DOHC	engine	

AMC	
								
171.0		 2.8	 		

1984-
1986	 Model	#:		Jeeps	-	GM	built	engine	

		
								
183.0		 3.0	 		

1988-
1989	 Model	#:		AMC	

		
								
200.0		 3.3	 		 		 Model	#:		OHV	

		
								
200.0		 3.3	 		 		 Model	#:		SOHC	engine	

		
								
210.0		 3.4	 		 		 Model	#:		SOHC	engine	

V-6		 CI	 	L		 HP	 Years	 Models	

		
								
225.0		 3.7	 		

1966-
1974	 Model	#:		Jeeps	-	GM	built	engine	

		
								
230.0		 3.8	 		 		 Model	#:		OHV	

		
								
230.0		 3.8	 		

2002-
2013	

Model	#:		Ram,	Dakota,	Durango,	Nitro,	Cherokee,	
Commander-	Powertech	

		
								
240.0		 3.9	 		

1992-
2003	 Model	#:			

		
								
242.0		 4.0	 		 		 Model	#:		SOHC	engine	

	
	

V-8	 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
250.0		 4.1	 		

1956-
1961	 Model	#:		AMC			

AMC	engine	
								
287.0		 4.7	 		

1963-
1966	 Model	#:		AMC	

		
								
290.0		 4.8	 200/	225	

1967-
1970	 Model	#:		AMC	

		
								
304.0		 5.0	 210/	150	

1970-
1981	 Model	#:		AMC	Dog	leg	port	exhaust	

		
								
320.0		 5.2	 		

1954-
1956	 Model	#:		Packard	designed	

		
								
327.0		 5.4	 		

1956-
1967	 Model	#:		AMC	&	Kaiser	Jeep	

		
								
343.0		 5.6	 		

1967-
1969	 Model	#:		AMC	

		
								
352.0		 5.8	 		 1956	 Model	#:		Packard	designed	

		
								
360.0		 5.9	 245/	290	

1970-
1991	

Model	#:		AMC	Dog	leg	port	exhaust,	ended	in	
1978	in	cars	&	1991	for	Jeeps	



		
								
390.0		 6.4	 315/	340	

1967-
1991	 Model	#:		AMC	Dog	leg	port	exhaust	

		
								
401.0		 6.6	

330/	255/	
235	

1971-
1979	 Model	#:		Dog	leg	port	exhaust	

	
	

     		 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
331.0		 5.4	 180/250	

1951-
1955	

Model	#:		Chrysler-	NY,	Imperial,	Saratoga,	C-
300,	Air	Raid	Sirens	

Gen.	I	Hemi	-	
Chrysler	

								
354.0		 5.8	 	280/300	

1956-
1959	

Model	#:		Chrysler-	NY,	Imperial,	Crown,	300B,	
Dodge-	D	&	C	Series	Trucks	

		
								
392.0		 6.4	 325/345/390	

1957-
1958	 Model	#:		Chrysler-	NY,	Imperial,	300C,	300D	

	
	
	
	
	
	
	
	

		 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
276.0		 4.5	 160	

1952-
1953	 Model	#:		DeSoto-	All	FireDome	

Gen.	I	Hemi	-	DeSoto	
								
291.0		 4.8	 170/200	

1954-
1955	 Model	#:		DeSoto-	All	FireDome	

		
								
330.0		 5.4	 230/255	 1956	 Model	#:		DeSoto-	All	FireDome	

		
								
341.0		 5.6	 320	 1956	 Model	#:		DeSoto-	All	FireDome	

		
								
343.0		 5.6	 270/295	 1957	 Model	#:		DeSoto-	All	FireDome	

		
								
345.0		 5.7	 345	 1957	 Model	#:		DeSoto-	All	FireDome	

	      		 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
241.0		 4.0	 140	

1953-
1954	 Model	#:		Dodge	-	Red	Ram	

Gen.	I	Hemi	-	Dodge	
								
270.0		 4.4	 183	

1955-
1956	 Model	#:		Dodge	-	Red	Ram	

		
								
315.0		 5.2	 193	 1956	

Model	#:		Dodge	-	Red	Ram	(Hemi	&	Poly	
engine	for	Dodge)	

		 325	 5.3	 285/315	 		
Model	#:		Dodge	-	Red	Ram	(Hemi	&	Poly	
engine	for	Dodge)	

	

		 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
426.0		 7.0	 425	 1965	 Model	#:		Dart,	for	Racing	models	only	

Gen.	II	Hemi	
								
426.0		 7.0	 		

1966-
1970	 Model	#:		Coronet,	Belvedere	

(11,000	produced)	
								
426.0		 7.0	 		 1968	 Model	#:		Dart	SS,	Barracuda	SS	



		
								
426.0		 7.0	 		

1966-
1971	 Model	#:		Satellite,	Charger,	GTX	

		
								
426.0		 7.0	 		

1968-
1971	 Model	#:		Super	Bee,	Road	Runner	

		
								
426.0		 7.0	 		 1969	 Model	#:		Charger	Daytona	

		
								
426.0		 7.0	 		 1970	 Model	#:		Super	Bird	&	Fury	GT	

		
								
426.0		 7.0	 		

1970-
1971	 Model	#:		Barracuda	&	Challenger	

	      		 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
350.0		 5.7	 325-395	

2003-
2008	 Model	#:	300,	Charger,	Challenger,	Ram,	Magnum	

Gen.	III	Hemi	
								
370.0		 6.1	 425	

2005-
2010	 Model	#:	SRT-8	Charger,	Magnum,	Challenger	

(over	3,000,000	produced)	
								
376.0		 6.2	 707	

2015-
2018	 Model	#:	SRT-8	Charger,	Challenger	Hellcat	

		
								
392.0		 6.4	 475	

2011-
2018	 Model	#:	SRT-8	Charger,	Challenger	

		
								
426.0		 7.0	 540	

2012-
2018	 Model	#:	Aluminum	Crate	motor	

		 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
277.0		 4.5	 197	 1955-1957	 Model	#:			May	-	June	1955	built	Plymouths	

Poly	"A"	engine	
								
301.0		 4.9	 215	 1957	 Model	#:	

		
								
303.0		 5.0	 240	 1956-1957	 Model	#:	

		
								
313.0		 5.1	 250	 1956-1967	 Model	#:	

		
								
318.0		 5.2	 230/260	 1956-1967	 Model	#:	

		
								
326.0		 5.3	 		 1959	 Model	#:	

	 	 	 	 	 			 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
273.0		 4.5	 180	 1964-1969	 Model	#:	

LA	Engine	
								
273.0		 4.5	 235	 1964-1967	 Model	#:	

		
								
318.0		 5.2	 150/230	 1967-1991	 Model	#:	

		
								
340.0		 5.6	 275-290	 1968-1973	 Model	#:	

		
								
360.0		 5.9	 255	 1971-2002	 Model	#:	

	 	 	 	 	 			 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
318.0		 5.2	 230	 1992-2003	 Model	#:	

Magnum	
								
360.0		 5.9	 245	 1993-2003	 Model	#:	

	 	 	 	 	 			 CI	 	L		 HP	 Years	 Models	



8	cylinder	(V-8)	
								
287.0		 4.7	 235	 2002-2013	 Model	#:	

PowerTech	
								
287.0		 4.7	 265	 2002-2007	 Model	#:	

	

		 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
350.0		 5.7	 		 1960	 Model	#:	Plymouth	

"B"	Block	engine	
								
361.0		 5.9	 270	 1958-1978	

Model	#:	Chrysler-	Newport,	Windsor,	DeSoto,	
Dodge-	880,	Coronet,	Charger,	

		 		 		 		 		
Model	#:	Plymouth-	Belvedere,	Facel	Vega,	
Cadillac-	Gage	

		
								
383.0		 6.3	 275/325	 1958-1978	

Model	#:	Chrysler-	300,	Newport,	Town-N-Country,	
Plymouth-	Fury,	Barracuda	

		 		 		 		 		
Model	#:	Plymouth-	Savoy,	Belvedere,	Sport	Fury,	
Road	Runner,	Satellite,	

		 		 		 		 		
Model	#:	Dodge-	Monaco,	Coronet,	Charger,	Dart,	
Polara,	Super	Bee,	DeSoto	

		 		 		 		 		 Model	#:	Bristol	411,	Facel	Vega,	Jensen	

		
								
400.0		 6.6	 190/205	 1958-1978	 Model	#:	

	
	

     		 CI	 	L		 HP	 Years	 Models	

8	cylinder	(V-8)	
								
383.0		 6.3	 300/330	

1958-
1978	 Model	#:	

"RB"	Block	engine	
								
413.0		 6.8	 380	

1958-
1978	 Model	#:	

		
								
426.0		 7.0	 365/425	

1958-
1978	 Model	#:	

		
								
440.0		 7.2	 220/375	

1958-
1978	

Model	#:	Chrysler-	300,	New	Yorker,	Newport,	
Town-N-Country,	Dodge-	Van,		

		 		 		 		 		
Model	#:	Cornet,	Charger,	Challenger,	Dart,	
Daytona,	M	series,	Magnum	

		 		 		 		 		
Model	#:	Monaco,	Polara,	Ramcharger,	Super	Bea,	
Imperial,	Plymouth-	GTX	

		 		 		 		 		
Model	#:	Barracuda,	Belvedere,	Fury,	Road	Runner,	
Superbird,	VIP,	Jensen,	Gage	

	      V-10	 CI	 	L		 HP	 Years	 Models	

10	cylinder	(V-10)	
								
488.0		 8.0	 310	

1994-
2003	 Model	#:	Ram	engine	-	cast	iron	

Magnum	&	Viper	
								
488.0		 8.0	 		

1993-
2017	 Model	#:	Viper	engine	-	aluminum	

	
	
	
	
	
	


